
MONDRIAN MR6 - Ø 55

230 V AC - 50 Hz
Mechanical limit switch
Built-in emergency maneuver
433.92 MHz radio receiver

•	 Can be used on 70 mm round or octagonal tube.
•	 Manual mechanical limit-switch with screw-based 

progressive adjusting.
•	 Manually activated with emergency wand.
•	 Reduction ratio: 1:34.

Weather 92 Transmitters 90 Manual maneuver 82

Dimensions (mm)

76

60

L1 24

33

M6

7 Q

Q
ua

dr
at

o
20

84

Cabling

2.5 m
NEUTRAL
PHASE
GROUND

3 x 0.75 mm²

Technical information
CODE 001Y6080A121MOMR 001Y6100A101MOMR 001Y6120A101MOMR
Torque (Nm) 80 100 120
Rpm speed (turns/min) 12 10 10
Hoisted weight (Kg)* 114 143 171
Limit switch revolutions (revolutions) 20 20 20
Duration of operation (min) 4 4 4
Protection rating (IP) 44 44 44
Absorption (A) 1,65 1,68 1,85
Power (W) 385 393 425
Length (mm) = L1 790 790 810
Weight (Kg) 5,2 5,2 6
Package dimensions (mm) 860 x 120 x 120 860 x 120 x 120 860 x 120 x 120
Weight of packed motor (Kg) 5,6 5,74 6,6

**non tradotto** **non tradotto** **non tradotto** **non tradotto**

Can be specially packaged for manufacturers. - * Calculated load for 70 mm winder tube.

KLIMT 6 - Ø55

230 V AC - 50 Hz
Electronic limit switch
433.92 MHz radio receiver

•	 Aluminum head, black varnished.
•	 Can be used minimally on either round or octagonal 70 

mm tube.
•	 Universal head for applying on any anchoring plate.
•	 Infinite number of limit-switch turns,

Transmitters 90

Dimensions (mm)
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Cabling

2.5 m
NEUTRAL
PHASE
GROUND

3 x 0.75 mm²

Technical information
CODE 001Y6080A121KL 001Y6100A121KL 001Y6120A101KL
Torque (Nm) 80 100 120
Rpm speed (turns/min) 12 12 10
Hoisted weight (Kg)* 114 143 171
Duration of operation (min) 4 4 4
Protection rating (IP) 44 44 44
Absorption (A) 1,7 1,7 1,85
Power (W) 393 393 425
Length (mm) = L1 710 710 710
Weight (Kg) 4,9 4,9 4,9
Package dimensions (mm) 860 x 120 x 120 860 x 120 x 120 860 x 120 x 120
Weight of packed motor (Kg) 5,3 5,3 5,3

**non tradotto** **non tradotto** **non tradotto** **non tradotto**

Can be specially packaged for manufacturers. - * Calculated load for 70 mm winder tube.
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KLIMT 6 - Ø55

230 V AC - 50 Hz
Electronic limit switch
433.92 MHz radio receiver

•	 Aluminum head, black varnished.
•	 Can be used minimally on either round or octagonal 70 

mm tube.
•	 Universal head for applying on any anchoring plate.
•	 Infinite number of limit-switch turns,

Transmitters 90

Dimensions (mm)

58

48

15L1

62

M6

Cabling

2.5 m
NEUTRAL
PHASE
GROUND

3 x 0.75 mm²

Technical information
CODE 001Y6080A121KL 001Y6100A121KL 001Y6120A101KL
Torque (Nm) 80 100 120
Rpm speed (turns/min) 12 12 10
Hoisted weight (Kg)* 114 143 171
Duration of operation (min) 4 4 4
Protection rating (IP) 44 44 44
Absorption (A) 1,7 1,7 1,85
Power (W) 393 393 425
Length (mm) = L1 710 710 710
Weight (Kg) 4,9 4,9 4,9
Package dimensions (mm) 860 x 120 x 120 860 x 120 x 120 860 x 120 x 120
Weight of packed motor (Kg) 5,3 5,3 5,3

**non tradotto** **non tradotto** **non tradotto** **non tradotto**

Can be specially packaged for manufacturers. - * Calculated load for 70 mm winder tube.
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MECHANICAL ACCESSORIES - Ø 55

Octagonal adapters Ø 55 mm

CROWN PULLEY ADAPTER
001YK6101
Octagonal 70 x 1.5 mm.

CROWN PULLEY ADAPTER
001YK6105
102 x 2 mm Octagonal piece.

CROWN PULLEY ADAPTER
001YK6115
70 x 1 mm octagonal.

Circular adapters Ø 55 mm

CROWN PULLEY ADAPTER
001YK6106
80 x 1 mm Z.F. Round piece.
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CROWN PULLEY ADAPTER
001YK6107
Ring 102.5 x 2.5 mm.

CROWN PULLEY ADAPTER
001YK6109
Ring 98 x 1.5 mm.

CROWN PULLEY ADAPTER
001YK6113
Ring 70 x 1.2 mm.

ADAPTER
001YK6116
Adapter crown D.59.
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MECHANICAL ACCESSORIES - Ø 55

Adapters to head Ø 55 mm

CROWN PULLEY ADAPTER
001YK6103
Head 78 x 1.2 mm, eccentric 4 mm.

CROWN PULLEY ADAPTER
001YK6108
Ring 90 x 1.5 mm.

CROWN PULLEY ADAPTER
001YK6112
85 x 1 mm ogive.

CROWN PULLEY ADAPTER
001YK6114
80 mm tilted ogive.
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Ø 55 mm supports

001YM0117
Q16 Adjustable saddle brace.
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001YM0118
Omega Q16 with double, 48 and 60, 
center distance and threaded holes.

85

100

85 10
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001YM0119
Omega with Q16 saddle on 100 x 
1000 plate.

001YM0120
Q16 safety insert for the MO 6.

001YM0121
Q16 safety insert for the MOM 6.

80

48

30

001YM0031
Omega with 48 mm center distance 
Q16 housing.

50

125

001YM0002
Settable brace with Q16 bushing.

50

120

36

001YM0003
M12 screw brace with Q16 bushing.

001YM0111
Multi-hole plate for: MOM 6 and 
MO6. Dimensions: 100 x 100 mm.

001YM0112
Plate with pin for: MOM 5 and MO6.
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MANUAL MANEUVER ACCESSORIES

Rods joints and eyelets

001YM0038
1500 mm White jointed rod with 
hook.

001YM0040
45° universal joint with 7mm 
hexagonal eyelet.

001YM0045
Eyelet with 7 mm hexagonal rod.

001YM0050
90° universal joint with 7 mm 
hexagonal rod.
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notes
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MONDRIAN M9 - Ø 92

230 V AC - 50 Hz
Mechanical limit switch
Built-in emergency maneuver

•	 Can used on the 102 mm round tube.
•	 Manual mechanical limit-switch with screw-based 

progressive adjusting.
•	 Can also be used on shutters and garage doors.
•	 Manually activated with emergency wand.
•	 Reduction ratio: 1:320 motor 300 Nm.
•	 Reduction ratio: 1:250 motor 230 Nm.
•	 Emergency maneuver already included in the package.

Buttons 89

Dimensions (mm)

56

15

100

12
4,

7 15
1,

5

22

80

120

L1
Ø10

Cabling

2.5 m
NEUTRAL
PHASE
PHASE
GROUND

4 x 0.75 mm²

Technical information
CODE 001Y9230A121MOM 001Y9300A091MOM
Torque (Nm) 230 300
Rpm speed (turns/min) 9 9
Hoisted weight (Kg)* 290 370
Limit switch revolutions (revolutions) 22 22
Duration of operation (min) 4 4
Protection rating (IP) 44 44
Absorption (A) 2,75 2,96
Power (W) 602 661
Length (mm) = L1 534 554
Weight (Kg) 13,3 14,3
Package dimensions (mm) 650 x 165 x 235 650 x 165 x 233
Weight of packed motor (Kg) 14 15

**non tradotto** **non tradotto** **non tradotto**
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MECHANICAL ACCESSORIES - Ø 92

Circular adapters Ø 92 mm

CROWN PULLEY
001YK9101
102 x 2 mm round piece

CROWN PULLEY
001YK9102
133 x 2 mm round piece

Emergency maneuver

001YM0038
1500 mm White jointed rod with 
hook.
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ACCESSORIES
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ACCESSORIES

Compensation rings and endcaps

001YM0019
60 mm Octagonal telescopic 
endcap.

001YM0020
70 mm Octagonal telescopic 
endcap.

001YM0032
Endcap with Ø 12 60 mm octagonal 
pin.

001YM0030
Endcap with Ø 12 70 mm octagonal 
pin.

001YM0154
Octagonal cap 60 with pin Q.10 
neutral.

10

001YM0046
Cap with pin Q10 neutral tube 50 x 
1.5 mm.

Bearings and braces

001YM0066
Ø 28 mm metal ball bearing with Ø 
12 mm hole.

001YM0069
Ø 42 mm nylon ball bearing with Ø 
12 mm hole.

001YM0067
Ball bearing in metal Ø 42 mm 
with hole Ø 12 mm. To pair with 
001YM0074 brace.
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ACCESSORIES

Wi-Fi gateway RKLT

809XG-0140
Radio gateway for roller shutters 
control.

809XG-0150
Radio gateway for roller shutters 
control.

Centralization modules Programmer / Power supply unit

001YE0005
Centralization module for two 
mechanical motors.

001YE0006
Centralization module for four 
mechanical motors.

001YE0124
Programmer for Ensor SH5.
Power driver for tube motors max. 
3 A.

Compatible with:
EDISON B3 - EDISON B4 - MONDRIAN R4 
MONDRIAN R5 - MONDRIAN MR5 - KLIMT 5 
MONDRIAN R6 - MONDRIAN MR6 - KLIMT 6

Buttons and switches

001YE0032
Self-returning to central zero 
diverter button - white.

001YE0034
Self-locking diverter and central 
zero - white.

001YE0043
Self-supporting wall casing for 
single, white deviator.
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ACCESSORIES

ELVIS collection transmitters

ELVIS 1
001YE0144
Portable 433.92 MHz transmitter, 1 
channel, white.

ELVIS 15
001YE0145
Portable 433.92 MHz transmitter, 15 
channels, white.

ELVIS 1
001YE0148
Portable 433.92 MHz transmitter, 1 
channel, black.

ELVIS 15
001YE0149
Portable 433.92 MHz transmitter, 15 
channels, black.

Transmitters

HENDRIX collection transmitters

HENDRIX 1
001YE0146
Wall-mounted 433.92 MHz 
transmitter, 1 channel, white.

HENDRIX 15
001YE0147
Wall-mounted 433.92 MHz 
transmitter, 15 channels, white.

HENDRIX 1
001YE0150
Wall-mounted 433.92 MHz 
transmitter, 1 channel, black.

HENDRIX 15
001YE0151
Wall-mounted 433.92 MHz 
transmitter, 15 channels, black.

HENDRIX TIMER TX5
001YE0166
Radio timer 433.92MHz 5 channels, 
white.

HENDRIX TIMER TX5
001YE0168
Radio timer 433.92MHz 5 channels, 
black.
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WAGNER collection Transmitters

WAGNER 1
001YE0101
One-channel 433.92 MHz 
transmitter with wall brace.

WAGNER 5
001YE0102
Transmitter 433.92 MHz 5 channels 
with wall brace.

VIVALDI collection transmitters

VIVALDI MONOTOUCH
001YE0140
Single-key 433.92 MHz transmitter 
with wall brace.

VIVALDI TX1
001YE0104
One-channel 433.92 MHz 
transmitter with wall brace.

VIVALDI TIMER TX1
001YE0115
Transmitter 433.92 MHz 1 channel 
with wall brace.

VIVALDI TIMER TX5
001YE0116
Transmitter 433.92 MHz 1 channel 
with wall brace.
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ACCESSORIES

Weather sensors and stations BACH collection

BACH KLT
809XG-0130
Awning guard. Vibration-sensitive safety device.

STRAUSS collection sensors and weather units

STRAUSS KLT 2.0
809XG-0110
Radio-based sun-wind weather unit.

STRAUSS LIGHT KLT
001YE0169
Sun sensor for window.

RKLT collection riceivers

RKLT-W50
001YE0119
External receiver for mechanical 
motors of up to 50 Nm, 500 W.

RKLT-WL
001YE0136
RKLT-WL recess-mounted lighting-
control receiver

RKLT
001YE0163
Outdoor 433.92 MHz receiver with 
external antenna.

RKLT-WR
001YE0164
KLT-series radio-control repeater.

MARTINI collection control panels

MARTINI
001YE0143
Receiver unit for controlling motor 
powered with single phase 230 V - 
50 Hz - built in limit-switch.
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ACTUATORS 
FOR BLINDS 
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VOILÀ - SYSTEM FOR BLINDS

24 V DC
Protection rating IP44
Encoder controlled movement
Adjusting speed

•	 Plain-view operator for blinds and swing-shutters.
•	 Programmable options: maintained action, adjustable 

maneuvering and slow-down speed; sensitivity 
adjusting, slowed down start and closing and immediate 
closing in case of power outages, plus inverted direction 
of travel in case of obstruction detection.

•	 Works during blackouts thanks to the emergency 
batteries.

•	 Irreversible motor prevents forced entry from outside.
•	 Voilà is safe and runs on low-voltage (24 V) and, during 

power outages, the shutters can be manually controlled, 
by releasing and re-blocking them in any position.

•	 Emergency release system.
•	 Reinforced rods.

Buttons 89 Weather 92 Transmitters 90

Dimensions (mm)
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Technical information
CODE 001VLR01DX 001VLR01SX 001VLR02
Torque (Nm) 33 33 2 x 33
Protection rating (IP) 44 44 44
Power supply (V - 50/60 Hz) 230 AC 230 AC 230 AC
Power supply to motor (V) 24 DC 24 DC 24 DC
Absorption (A) 3 max 3 max 6 max
Power (W) 75 75 150
Opening time at 180° (s) Adjustable Adjustable Adjustable
Duty/cycle (%) HEAVY-DUTY SERVICE HEAVY-DUTY SERVICE HEAVY-DUTY SERVICE
Operating temperature (°C) -20 ÷ +55 -20 ÷ +55 -20 ÷ +55 x 2

**non tradotto** **non tradotto** **non tradotto** **non tradotto**
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Accessories
CODE OBLIGATORY ACCESSORIES

001VLR07DX Right-hand curved transmission arm for single-panel leaf.

001VLR07SX Left-hand curved transmission arm for single-panel leaf.

001VLR08DX Curved adjustable right-hand transmission arm for jointed two-paneled shouldered leaves of up to 170 mm  
or for one-paneled leaves with hinges not flush with the shoulder.

001VLR08SX Curved adjustable left-hand transmission arm for jointed two-paneled shouldered leaves of up to 170 mm  
or for one-paneled leaves with hinges not flush with the shoulder.

001VLR09DX Curved adjustable right-hand transmission arm for jointed two-paneled shouldered leaves of from 170 mm to 240 mm.

001VLR09SX Curved adjustable left-hand transmission arm for jointed two-paneled shouldered leaves of from 170 mm to 240 mm.

001VLR10DX Right-hand curved transmission arm for single-panel leaf.

001VLR10SX Left-hand curved transmission arm for single-panel leaf.

001VLR04 Covering transom for passage breadths of up to 2,10 m.

001VLR05 Card for operation during emergency black outs and for recharging the batteries complete with casing. Two 12 V – 0.8 Ah 
batteries.

COMPLETE SYSTEMS
CODE OBLIGATORY ACCESSORIES

001UV01 Complete system for two single panel swing-leaves composed of: no. 1 irreversible right-hand operator complete with electronic 
board, encoder-based motion control and obstacle detection device; no. 1 irreversible left-hand gearmotor; no. 1 connecting 
cable between the two gearmotors; no. 1 VLR07DX curved right-hand transmission arm; no. 1 VLR07SX curved left-hand 
transmission arm; no. 1 AF43S radio-frequency board at 433.92 MHz; no. 1 Vivaldi TX1 transmitter.

001UV02 Complete system for two two-paneled jointed leaves composed of: no. 1 irreversible right-hand operator complete with 
electronic board, encoder-based motion control and obstacle detection device; no. 1 irreversible left-hand gearmotor; no. 1 
connecting cable between the two gearmotors; no. 1 VLR08DX curved right-hand adjustable transmission arm; no. 1 VLR08SX 
curved left-hand adjustable transmission arm; no. 1 AF43S radio-frequency board at 433.92 MHz; no. 1 Vivaldi TX1 transmitter.

001UV03 Complete system for one right-hand single panel swing-leaf composed of: no. 1 irreversible right-hand operator complete with 
electronic board, encoder-based motion control and obstacle detection device; no. 1 VLR07DX curved right-hand transmission 
arm; no. 1 AF43S radio-frequency board at 433.92 MHz; no. 1 Vivaldi TX1 transmitter.

001UV04 Complete system for one left-hand single panel swing-leaf composed of: no. 1 irreversible left-hand operator complete with 
electronic board, encoder-based motion control and obstacle detection device; no. 1 VLR07SX curved left-hand transmission 
arm; no. 1 AF43S radio-frequency board at 433.92 MHz; no. 1 Vivaldi TX1 transmitter.

001UV05 Complete system for one right-hand jointed two-paneled swing-leaf composed of: no. 1 irreversible right-hand operator 
complete with electronic board, encoder-based motion control and obstacle detection device; no. 1 VLR08DX curved right-hand 
adjustable transmission arm; no. 1 AF43S radio-frequency board at 433.92 MHz; no. 1 Vivaldi TX1 transmitter.

001UV06 Complete system for one left-hand jointed two-paneled swing-leaf composed of: no. 1 irreversible left-hand operator complete 
with electronic board, encoder-based motion control and obstacle detection device; no. 1 VLR08SX curved left-hand adjustable 
transmission arm; no. 1 433.92 MHz radio-frequency card ; no. 1 Vivaldi TX1 transmitter.

 
Discover more about CAME CONNECT, visit the website www.came.com

NOTES:
The transom color can be customized.
For greater details or to ask for non-standard colors, please contact your sales contact person.
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APPLICATIVE
EXAMPLES
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MOTOR WITH MECHANICAL LIMIT SWITCH

MONDRIAN 4 - Ø 35
MOTOR WITH MECHANICAL LIMIT SWITCH

1	 MONDRIAN 4 Motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Telescopic or standard cap
7	 Brace and bearing for cap
8	 Baffle
 

A 	 230 V AC POWER 3 x 1.5 2

7
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4 x 1,5
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3 4

MONDRIAN R4 - Ø 35
MOTOR WITH MECHANICAL LIMIT SWITCH AND BUILT-IN RECEIVER

1	 MONDRIAN R4 motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Telescopic or standard cap
7	 Brace and bearing for cap
8	 VIVALDI TX1 Portable one-channel transmitter
 

A 	 230 V AC POWER 3 x 1.5
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111111 65A
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MONDRIAN 5 - Ø 45
MOTOR WITH MECHANICAL LIMIT SWITCH

2

9

1
5 8

11 11
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1 6

10 10 10

4 x 1,5 4 x 1,5

3 x 1,5 3 x 1,5 3 x 1,5

3 4

A

A

3 4

1	 MONDRIAN 5 motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Ring (optional)
7	 Telescopic or standard cap
8	 Brace and bearing for cap
9	 001YE0005 Centralization module for mechanical motors
10	 Baffle
11	 End caps
 

A 	 230 V AC POWER 3 x 1.5

ATTENTION
For electrical connections see the installation 
manual.
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MONDRIAN R5 - Ø 45
MOTOR WITH MECHANICAL LIMIT SWITCH AND BUILT-IN RECEIVER

2 3 2

1
5

8

10 10

7 1
5

8

10 109

A A

4 6 3 4 6

1	 MONDRIAN R5 motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Ring (optional)
7	 Telescopic or standard cap
8	 Brace and bearing for cap
9	 WAGNER 5 Five-channel transmitter
10	 End caps
11	 End caps
 

A 	 230 V AC POWER 3 x 1.5

MONDRIAN MATTA 5 - Ø 45
MOTOR WITH MECHANICAL LIMIT SWITCH

10

2 3 2 2

9 9 9

1
5

6

8

11 11

7 1
5

6

8

11 11

71
5
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11 11

71

4 x 1,54 x 1,54 x 1,5

A A A

4 3 4 3 4

1	 MATTA 5 Motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Ring (optional)
7	 Telescopic or standard cap
8	 Brace and bearing for cap
9	 RKLT-W50 Recessed receiver
10	 VIVALDI TIMER TX5 transmitter
11	 End caps
 

A 	 230 V AC POWER 3 x 1.5 ATTENTION
For electrical connections see the 
installation manual.
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MOTOR WITH MECHANICAL LIMIT SWITCH

MONDRIAN 5 - Ø 45
MOTOR WITH MECHANICAL LIMIT-SWITCH, MULTIPLE CENTRALIZATION OF MECHANICAL MOTORS
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1 65
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1 65
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3 x 1,5

A
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A
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3
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34 4

4

4

1	 MONDRIAN 5 motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Telescopic or standard cap

7	 Brace and bearing for cap
8	 One double button
9	 One centralization for three motors 001YE006
10	 Two centralization for two motors 001YE005
11	 Two triple buttons
 

A 	 230 V AC POWER 3 x 1.5

KLIMT 6 - Ø55
TWO MOTORS WITH RADIO-BASED MECHANICAL LIMIT SWITCH

1	 MONDRIAN R6 Motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Telescopic or standard cap
7	 Brace and bearing for cap
8	 VIVALDI TIMER TX1 One-channel portable 
transmitter

2

7

8

13 6
4

5

A

ATTENTION
For electrical connections see the installation 
manual.
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MONDRIAN R6 - Ø 55
TWO MOTORS WITH RADIO-BASED MECHANICAL LIMIT SWITCH

2

7

9

8

1 5 6

2

1

99

5

6

8

10 10

7

A A

3 4 3 4

1	 MONDRIAN R6 Motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube

6	 Telescopic or standard cap
7	 Brace and bearing for cap
8	 Awing protection. BACH KLT vibration-sensing safety device
9	 WAGNER 5 Five-channel transmitter
 

A 	 230 V AC POWER 3 x 1.5

MONDRIAN 6 - Ø 55
MOTOR WITH MECHANICAL LIMIT-SWITCH, MULTIPLE CENTRALIZATION OF MECHANICAL MOTORS
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44

1	 Four MONDRIAN 6 motors
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Ring (optional)
7	 Telescopic or standard cap

8	 Brace and bearing for cap
9	 Burglar proof spring (optional)
10	 Four RKLT external receivers for motors with electromechanical limit-switches
11	 End caps
12	 WAGNER 5 Five-channel transmitter
 

A 	 230 V AC POWER 3 x 1.5
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MOTOR WITH ELECTRONIC LIMIT SWITCH

EDISON B3 - Ø 25
MOTOR WITH ENCODER-BASED ELECTRONIC LIMIT-SWITCH AND BUILT-IN RECEIVER

1	 EDISON B3 Motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Telescopic or standard cap
7	 Brace and bearing for cap
12	 Wagner 5 five-channel transmitter

7

13 6
4

5

12

2

ENSOR 4 - Ø 35
MOTOR WITH ELECTRONIC LIMIT SWITCH VIA CABLE

1	 ENSOR 4 Motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Telescopic or standard cap
7	 Brace and bearing for cap
8	 VIVALDI TIMER 1 Cable-based one-channel timer
 

A 	 230 V AC POWER 3 x 1.5

2

7

8

1 65

4 x 1,5

A

3 4

ATTENTION
For electrical connections see the installation 
manual.
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MOTOR WITH ELECTRONIC LIMIT SWITCH

KBS 5 - Ø 45
MOTOR WITH ELECTRONIC LIMIT-SWITCH AND BUILT-IN RECEIVER
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43 43
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1314

1	 KBS 5 motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Ring (optional)
7	 Telescopic or standard cap
8	 Brace and bearing for cap
9	 Rigid springs (optional)
10	 Wired button. Spot or wired control
11	 End caps
12	 Remote control EBR15
13	 QBE Smart Home (optional)
14	 Router
 

A 	 230 V AC POWER 3 x 1.5

ATTENTION
For electrical connections see the installation 
manual.

105



KLIMT 5 - Ø 45
MOTOR WITH ELECTRONIC LIMIT SWITCH WITH BUILT-IN RECEIVER

1	 KLIMT 5 motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Telescopic or standard cap
7	 Brace and bearing for cap
8	 RKLT-WL Lighting control recess-mounted receiver
9	 Awing protection. BACH KLT vibration-sensing safety device
10	 VIVALDI TX2 Two-channel portable transmitter
 

A 	 230 V AC POWER 3 x 1.5

8

2

7

9
10

1 5 6A

A

43

ENSOR 5 - Ø 45
MOTOR WITH ELECTRONIC LIMIT SWITCH VIA CABLE

2

7

8

1 5 6

2

7

1 5 6

4 x 1,5

4 x 1,5

A

3 4 3 4

1	 ENSOR 5 motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Telescopic or standard cap
7	 Brace and bearing for cap
8	 Single baffle for both awnings
 

A 	 230 V AC POWER 3 x 1.5

ATTENTION
For electrical connections see the installation 
manual.

106



MOTOR WITH ELECTRONIC LIMIT SWITCH

KLIMT SH5 - Ø 45
MOTOR WITH ELECTRONIC LIMIT SWITCH WITH BUILT-IN RECEIVER

1	 KLIMT SH5 motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Ring (optional)
7	 Telescopic or standard cap
8	 Brace and bearing for cap
9	 Burglar proof spring (optional)
10	 Cabled button. Either spot or cabled control
11	 End caps
12	 WAGNER 5 remote control
 

A 	 230 V AC POWER 3 x 1.5

2

10

1

99

5

6

8

2

2

11 11

7

10

1

99

5

6

8

11 11

7

10

1

99

5

6

8

11 11

7

12

2 x 1,5 2 x 1,5

2 x 1,5

A A

A

43 43

43

ATTENTION
For electrical connections see the installation 
manual.
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ENSOR SH5 - Ø 45
MOTOR WITH ELECTRONIC LIMIT SWITCH VIA CABLE

13

10

1

99

5

6

8

11 11

7

12

10

1

99

5

6

8

11 11

7

12

2

10

1

99

5

6

8

2

2

22

11 11

7

12

10

1

99

5

6

8

11 11

7

12

10

1

99

5

6

8

11 11

7

12

4 x 1,5

4 x 1,5

4 x 1,5

4 x 1,5

4 x 1,5

3 x 1,5

3 x 1,5

3 x 1,5

3 x 1,5

A

AA

A

A

3 4

4

3 4

3

1	 ENSOR SH5 motor
2	 Motor brace
3	 Crown (adaptor)
4	 Wheel (adaptor)
5	 Winder tube
6	 Ring (optional)
7	 Telescopic or standard cap
8	 Brace and bearing for cap
9	 Burglar proof spring (optional)
10	 Double button
11	 End caps
12	 RKLT-W50 Recessed receiver
13	 WAGNER 5 Five-channel transmitter
 

A 	 230 V AC POWER 3 x 1.5
ATTENTION
For electrical connections see the installation 
manual.
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BLINDS OPERATOR

VOILÀ - SYSTEM FOR BLINDS
EXTERNAL ACTUATOR FOR SHUTTERS

3

4

2

1

3 x 1.5

A

1	 VOILÀ motor
2	 Curved arms for rigid-panel shutters
3	 Double button
4	 VIVALDI MONOTOUCH remote control
 

A 	 230 V AC POWER 3 x 1.5

ATTENTION
For electrical connections see the installation 
manual.
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SHUTTER OPERATOR

MONDRIAN M9 - Ø 92
WINDING SHUTTER WITH MARTINI CONTROL PANEL

5 5

6

4

3

21

2 x 1,5

2 x 1,5

4 x 1,5

RX TX

4 x 1,5

2 x 1,5

A

MONDRIAN M9

1	 MONDRIAN M9 Motor
2	 MARTINI control unit with built-in receiver
3	 VIVALDI MONOTOUCH remote control
4	 DADOO Flashing light
5	 DIR safety photocells
6	 DF sensitive safety-edge
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001UV01	 97
001UV02	 97
001UV03	 97
001UV04	 97
001UV05	 97
001UV06	 97
001UY0045	 73
001VLR01DX	 96
001VLR01SX	 96
001VLR02	 96
001VLR04	 97
001VLR05	 97
001VLR07DX	 97
001VLR07SX	 97
001VLR08DX	 97
001VLR08SX	 97
001VLR09DX	 97
001VLR09SX	 97
001VLR10DX	 97
001VLR10SX	 97
001Y4006A281EN	 46
001Y4006A283MO	 44
001Y4006A283MOR	 45
001Y4010A171MO	 44
001Y4010A171MOR	 45
001Y5010A151KLS	 68
001Y5010A151MA	 54
001Y5010A151MO	 52
001Y5010A151MOR	 53
001Y5010A263MO	 52
001Y5010A263MOR	 53
001Y5020A151EN	 56
001Y5020A151KL	 55
001Y5020A151KLS	 68
001Y5020A151MA	 54
001Y5020A151MO	 52
001Y5020A151MOM	 57
001Y5020A151MOMR	 58
001Y5020A151MOR	 53
001Y5020A152ENS	 69
001Y5030A151MO	 52
001Y5030A151MOM	 57
001Y5030A151MOMR	 58
001Y5030A151MOR	 53
001Y5040A122ENS	 69
001Y5040A151MO	 52
001Y5040A151MOM	 57
001Y5040A151MOMR	 58
001Y5040A151MOR	 53
001Y5050A121KL	 55
001Y5050A121MO	 52
001Y5050A121MOM	 57
001Y5050A121MOMR	 58
001Y5050A121MOR	 53
001Y6080A121KL	 77
001Y6080A121MO	 72
001Y6080A121MOM	 75
001Y6080A121MOMR	 76
001Y6080A121MOR	 74
001Y6100A101MOMR	 76
001Y6100A121KL	 77
001Y6100A121MO	 72
001Y6100A121MOM	 75
001Y6100A121MOR	 74
001Y6120A101KL	 77

001Y6120A101MO	 72
001Y6120A101MOM	 75
001Y6120A101MOMR	 76
001Y6120A101MOR	 74
001Y9230A121MOM	 84
001Y9300A091MOM	 84
001YE0005	 89
001YE0006	 89
001YE0032	 89
001YE0034	 89
001YE0043	 89
001YE0101	 91
001YE0102	 91
001YE0104	 91
001YE0115	 91
001YE0116	 91
001YE0119	 92
001YE0124	 71
001YE0136	 92
001YE0140	 91
001YE0143	 92
001YE0144	 90
001YE0145	 90
001YE0146	 90
001YE0147	 90
001YE0148	 90
001YE0149	 90
001YE0150	 90
001YE0151	 90
001YE0163	 92
001YE0164	 92
001YE0166	 90
001YE0168	 90
001YE0169	 92
001YK3101	 41
001YK3102	 41
001YK3103	 41
001YK4101	 48
001YK4102	 47
001YK4103	 48
001YK4104	 47
001YK4105	 47
001YK4106	 47
001YK4107	 47
001YK4108	 47
001YK4109	 47
001YK4110	 48
001YK4111	 48
001YK4112	 48
001YK5101	 59
001YK5102	 59
001YK5103	 61
001YK5104	 59
001YK5104S	 70
001YK5105	 59
001YK5105S	 70
001YK5106	 61
001YK5107	 59
001YK5108	 59
001YK5110	 59
001YK5111	 61
001YK5112	 59
001YK5112S	 70
001YK5115	 61
001YK5115S	 70

Code	 Pg Code	 Pg

ANALYTICAL INDEX
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001YK5116	 60
001YK5116S	 70
001YK5120	 60
001YK5123	 60
001YK5127	 60
001YK5128	 60
001YK5129	 60
001YK5131	 60
001YK5132	 60
001YK5133	 61
001YK5134	 61
001YK5134S	 70
001YK5135	 62
001YK5137	 62
001YK5138	 62
001YK5139	 62
001YK5140	 61
001YK5141	 61
001YK6101	 78
001YK6103	 80
001YK6105	 78
001YK6106	 78
001YK6107	 79
001YK6108	 80
001YK6109	 79
001YK6112	 80
001YK6113	 79
001YK6114	 80
001YK6115	 78
001YK6116	 79
001YK9101	 85
001YK9102	 85
001YK9990	 47
001YM0002	 81
001YM0003	 81
001YM0004	 64
001YM0011	 64
001YM0014	 63
001YM0018	 64
001YM0019	 88
001YM0020	 88
001YM0026	 71
001YM0027	 71
001YM0030	 88
001YM0031	 81
001YM0032	 88
001YM0038	 65
001YM0040	 65
001YM0045	 65
001YM0046	 88
001YM0050	 65
001YM0066	 88
001YM0067	 88
001YM0069	 88
001YM0072	 88
001YM0073	 88
001YM0074	 88
001YM0101	 48
001YM0102	 48
001YM0104	 48
001YM0105	 63
001YM0106	 63
001YM0109	 63
001YM0110	 63
001YM0111	 63

001YM0112	 63
001YM0113	 63
001YM0114	 63
001YM0115	 63
001YM0116	 63
001YM0117	 81
001YM0118	 81
001YM0119	 81
001YM0120	 81
001YM0121	 81
001YM0122	 71
001YM0123	 71
001YM0127	 64
001YM0137	 64
001YM0139	 64
001YM0140	 64
001YM0145	 64
001YM0146	 64
001YM0152	 64
001YM0154	 88
001YM0155	 71
001YM0158	 64
001YM0159	 64
001YM0163	 64
809XC-0050	 67
809XC-0070	 67
809XG-0040	 67
809XG-0050	 51
809XG-0100	 41
809XG-0110	 92
809XG-0130	 92
809XG-0140	 89
809XG-0150	 89
809XG-0160	 51
809Y3-0010	 40
809Y4-0010	 42
809Y4-0020	 42
809Y5-0010	 66
809Y5-0020	 66
809Y5-0030	 66
809Y5-0040	 66
809Y5-0050	 66
809Y5-0111	 50
809Y5-0121	 50
809Y5-0131	 50
809Y5-0141	 50
809Y5-0151	 50

Code	 Pg Code	 Pg
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